
 

Important - Information on the above characteristics is based upon tests we believe to be reliable. The values given are typical 
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DATASHEET: TG 430-G-SI [65/65]-2  
 

Description 
 
TG 430-G-SI [65/65]-2 is a medium weight fibre glass fabric, made with “e” glass yarns coated with a 
reflective silicone elastomer, which provides greater life and improved resistance to oil, and organic 
contamination. It is also abrasion, flex, tear and puncture resistant. 
SI silicone is an aluminium and mineral filled silicone, with a slight shine and firm handle. 
This product is particularly suitable as a removable, reusable covers, it is specifically designed for the 
manufacture of removable insulation pads, flange and valve covers, welding curtains and equipment 
covers and clothing. 
 
 

 
Technical Data 

Base Fabric        Tolerance Test Methods 
 
Yarn   Warp  EC9 -136   + 5%  DIN EN 12654 
   Weft  EC9 -136  
Thread Count 
   Warp  19.0 per 1 cm  + 5%  DIN EN 1049 

Weft  12.3 per 1 cm 
 
Weave       3 /1 broken twill                DIN ISO 9354 
 
Coated Fabric 
 
Coating   Silver silicone (SI) coating on both faces 
 
Weight     550 g/m2   + 5%  DIN EN 12127 
 
Thickness    0.44 mm   + 10%  DIN ISO 4603/E 
 
Tensile Strength Warp   800 N/cm     DIN ISO 4606 
(Typicall)  Weft   650 N/cm   . 
 

Temperature Resistance  -36 to 260  C     
 
TG430-G-SI (65/65)-2 tolerates 260° C for short periods of time glass fibre fabric maintains integrity up to 

600  C                                
 
Fire Standards & Approvals:  TBC 

 

  
 
  


