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Quality certificate dated October 15, 2025 for half-linen canvas art.11292 SKPV 

with waterproof impregnation, produced according to GOST 15530-93 "OTU sails and double 
threads". 

Half linen canvas Article No. 11292 SKPV Designation Indicators 

1. Type of impregnation  Waterproof 

2. Type of raw material used: flax 

                                       cotton 

% 

 

51 

49 

 3. Interlacing duck reps  

 4.Width cm 90.2 

5. Surface density g/m2 502 

6. Number of threads per 10 cm: 

based on  

by duck 

units 

381 

85 

7. Breaking load of a strip of fabric measuring 
50x200 mm 

based on 

by duck 

 

 

 

kgf 

 

 

                     125  

115 

8. Tearing load of a strip of fabric (120x170) 
mm: 

based on 

by duck 

 

 

  

kgf 

 

 

9,5 

11,5 

9.Free formaldehyde content µg/g 969 

10.Abrasion resistance cycles 640 

11.Breathable dm3/m2 s 5,6 

12.Hygroscopicity     % 7,2 

13.Rigidity Н 41 

14. Water resistance mm w.c. 256 

15.Crumbling Н 42 

16. Puncture resistance Н 15 

17.Cut resistance Н/mm 3 

 

Semi-linen canvas can only be dry-cleaned. 
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